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DELTA®-TERRAXX R     
Two-ply protection and drainage sheet 

Characteristics Methods Values Units 

Characteristics of core 

Dimpled sheet - Stabilized HDPE, black - 

Flat edge/self-adhesive edge  - Yes/yes - 

Dimple height - Approx. 9  mm 

Air gap between the dimples - Approx. 7,9  l/m² 

Contact area dimpled sheet/surface - Approx. 8.000 cm²/m² 

Diagonal dimples per m² - Approx. 2.500 Pcs./m² 

Characteristics of geotextile 

Geotextile    - 
Nonwoven, stabilized virgin PP, grey with 
printing 

- 

Dynamic performance resistance (cone drop test) EN 918 40 mm 

Opening size O90 EN 12956 150 µm 

Water permeability EN ISO 11058 80 mm/s 

Tensile strength MD / CD EN ISO 10319 6,0 / 6,5 kN/m 

Elongation at tensile strength MD / CD EN ISO 10319 41 / 47 % 

Weathering resistance (ΔTensile / Elongation) EN 12224 -2,5  / -1,4 % 

Characteristics of composite 

Additional layer(s)    - None - 

Classification according EN 13252 EN 13252 CE-conform, Drainage and Filtration - 

Pressure resistance (short time load) EN ISO 604 Approx. 400 kPa 

Pressure resistance (permanent load) FH Karlsruhe Approx. 100 kPa 

Installation depth - Max. 10 m 

Tensile strength MD / CD EN ISO 10319 14,2 / 14,3 kN/m 

Elongation at tensile strength MD / CD EN ISO 10319 46 / 41 % 

Service temperature range - - 30 up to + 80 °C 

Prognosis of durability without coverage EN 12224 Max. 2 weeks 

Prognosis of durability in natural soil 
(pH-value  4-9, < 25°C) 

EN ISO 13438 Min. 25 years 

Dimensions of the rolls - 12,5 x 2,4 m 

Package - 17 rolls on Euro-pallets - 

Drainage capacity in the plane                  EN ISO 12958  

Load  Hydraulic gradient I = 0,01 i = 0,02 i = 0,03 i = 0,10 i = 1,00  

0 kPa 0,26 0,40 0,51 1,03 3,5 l/s . m 

2 kPa 0,26 0,40 0,51 1,03 3,5 l/s . m 

20 kPa 0,21 0,32 0,42 0,84 3,1 l/s . m 

50 kPa 0,18 0,29 0,38 0,76 2,8 l/s . m 

100 kPa 0,16 0,24 0,32 0,64 2,4 l/s . m 

*It is possible to enlarge the values of weights per unit area of dimpled sheets significantly without any positive effect on the technical data. Therefor that 
value is not technical relevant It is only mentioned here because it is often asked.  
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DELTA®-TERRAXX R       
Examples 

 

 

                

 

 

 

 

 

 

Typical usage 

 Protection sheet and/or drainage/seepage layer according for 

 Flat roofs (beneath gravel, paving’s, green roofs …) 
 Cellars 

 Civil engineering  

 bridges abutments according to German standard  

 Horizontal and vertical application 

 Gas drainage 

Other exceptional characteristics  

 sound insulation up to 32 dB horizontally 

 Conforms to the requirements of EN 13252, DIN 18195  

and DIN 4095 

Installation instruction  

 Use a knife to cut the sheet to size. Install the sheet with the geotextile-covered side facing the soil.  

 When installing a sheet, push its edge underneath the smooth overlap edge of the sheet installed previously. 

 Remove the covering strip from the adhesive tape and stick together the two dimpled sheets. 

 DELTA®-TERRAXX can be temporarily fixed with DELTA®-TERRAXX-SCHRAUBE in front of a perimeter-insulation. 

It can also be fixed with wooden battens or plate anchors, using a nail gun. Please be careful, do not damage the 

waterproofing.  

Environmental behavior 

 Neutral, resistant to bacterial catabolic products, proof against alkaline and chemical substances, rot-proof 

 

 
For more detailed information, please visit our webpage or call our specialists: +49 2330 63 578 

 
 


