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About Ausdrain
At Ausdrain, we are committed to excellence in stormwater management and sustainable urban 
design. With a dedication to quality, we hold ISO9001 and ISO14001 certifications, ensuring that our 
products meet the highest standards of reliability and environmental responsibility.

Our ISO Certifications
ISO9001: We have achieved ISO9001 certification, a testament to our commitment to 
delivering exceptional stormwater solutions.  
This certification signifies our dedication to quality management systems, ensuring 
that our products consistently meet and exceed industry expectations.

ISO14001: We are proud to be ISO14001 certified, highlighting our  
eco-conscious approach to business. Our commitment to sustainability is deeply 
ingrained in our operations, from product design to manufacturing processes, 
minimising our environmental footprint.

Sustainability and Urban-Sensitive Design
At Ausdrain, we recognise the vital role of urban-sensitive design in stormwater management. Our 
products are engineered with sustainability at the forefront of our mission. 

We’re proud to share that all Ausdrain products are manufactured from 100% recycled plastic 
and are 100% recyclable, embodying our dedication to eco-conscious practices. These innovative 
stormwater solutions seamlessly integrate into urban environments, enhancing water quality and 
minimising environmental impact.

As you explore our catalogue, discover how Ausdrain is paving the way for responsible stormwater 
management, fostering greener and more sustainable urban landscapes.

Environment
ISO 14001
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DISCLAIMER:

All reasonable care has been taken in compiling the information in this brochure. The details in this brochure are 
intended only as a guide in specifying and installing. 

Ausdrain™ products. It is the customers responsibility to ensure that each product is suitable for its intended purpose 
and that the actual conditions of use are suitable. AUSDRAIN™ assumes no responsibility for the specification and/
or installation of its products or for improper reliance upon or misuse of the data herein. Due to continuous product 
development AUSDRAIN™ reserves the right to change product design and/or specifications without notice. 

Australian Drainage Modules Pty Ltd  trading as AUSDRAIN™
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Our Manufacturing Capabilities  

•	 Ausdrain: A Proud Member of the Holloway Group

Ausdrain takes great pride in its affiliation with the renowned Holloway Group, an organisation 
synonymous with manufacturing excellence and innovation. This partnership bolsters our 
commitment to delivering top-tier stormwater solutions while staying true to our Australian heritage.

•	 Holloway Group: Engineering Manufacturing Excellence

Holloway Group stands at the forefront of Australian manufacturing, celebrated for decades of 
experience, advanced technology, and an unwavering dedication to quality. Holloway Group’s  
state-of-the-art manufacturing center boasts 14 cutting-edge, energy-efficient moulding machines, 
seamlessly integrated with robotics to ensure consistent product quality and cycle times.

•	 A Wide Range of Moulding Capacities

Their extensive capacity allows Holloway Group to mould products with precision, ranging from as 
light as 5 grams to as heavy as 13 kilograms. Holloway Group’s commitment to operational efficiency 
shines through their unique overhead crane systems, capable of handling and lifting 20-tonne 
moulds with ease.

•	 Australian-Made Excellence

Our dedication to quality extends to proudly being an Australian-made operation. Every product in 
our catalogue is manufactured right here in Australia, supporting local industries and ensuring the 
impeccable quality that comes with Australian craftsmanship.

This commitment not only reinforces our dedication to the Australian economy but also allows us 
to maintain stringent quality control standards. When you choose Ausdrain, you’re choosing to 
support Australian manufacturing excellence.
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Our Solutions

Residential

Ausdrain products are ideal 
for homes, ensuring effective 
drainage to prevent flooding 

and protect foundations. 

Civil

Ensure precise stormwater 
management for road and 
infrastructure projects with 
efficient drainage solutions.

Commercial

Ensure safe and functional 
environments in shopping 

centers, offices, and 
industrial parks with efficient 

stormwater management.

Industrial

Handle the demands of 
industrial settings, preventing 

water damage through 
effective drainage.

Sports Infrastructure

Maintain optimal conditions 
in sports facilities by 
efficiently managing 

stormwater with effective 
drainage systems

Agricultural

Control erosion and protect 
soil quality in farming 

settings.
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Dimensions (Metric): (H) 30mm x  (L) 550mm x (W) 550mm

Dimensions (Imperial): (H) 1.18” x  (L) 21.65” x (W) 21.65”

Weight: 2.15kg/sqm, (0.44lb/1ft2)
Surface Void: 70%

Compressive strength: 70t/m2 (99.56 PSI)
Flow Rate: 14,400 litres/h/sqm @ 1% fall (508.5/h/ft2)

Service temperature: -30°C + 120°C (-22°F + 248°F)

Material: Available in Reprolene™ (Recycled Polypropylene) or HDPE

Chemical properties: Unaffected by moulds and algae, soil-bourne chemicals and bacteria

APPLICATIONS FEATURES BENEFITS

Roof gardens High compressive strength Trafficable

Podiums Open structure High flow rate

Retaining walls Durable Long life expectancy

Civil works Lightweight Easy to handle

Sports fields Supplied in large panels Quick to install

Under slab drainage Superior quality Chemical and bacteria resistant

Balcony drainage Made from recycled plastic Environmentally friendly

TECHNICAL DATA

30mm HexCell Drainage Cell
STANDARD DUTY 550
30mm HexCell Drainage Cell is supplied in a 1.1m x 1.1m panels

Ausdrain 30mm drainage cell provides a permanent, structural and non-clogging void between the 
building structure and the soil profile that will not collapse or distort. 

The void enables a direct flow of water to designated outlets resulting in superior drainage efficiency 
compared to conventional gravel filled systems.

550mm (23.62”)

30mm (1.96”)
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50mm HexCell Drainage Cell
EXTREME DUTY 550
50mm HexCell Drainage Cell is supplied in a 1.1m x 1.1m panels

Ausdrain Extreme Duty 50mm drainage cell  
provides an industrial strength permanent,  
non-clogging void suitable for high-risk sub-soil  
drainage and commercial underground drainage  
systems. 

The unique Dovetail Clipping System and anti-slip  
design protect against localised environmental  
impact and natural movements of sub grade  
materials.

Dimensions (Metric): (H) 50mm x  (L) 550mm x (W) 550mm

Dimensions (Imperial): (H) 1.97” x  (L) 21.65” x (W) 21.65”

Weight: 4.36kg/sqm, (103.46lb/1ft2)
Surface Void: 70%

Volume Void: 90%

Compressive strength: 150 t/m2 (213.35 PSI)
Flow Rate: 19,200 litres/h/sqm @ 1% fall (678.04/h/ft2)
Service temperature: -30°C + 120°C (-22°F + 248°F)

Material: Available in Reprolene™ (Recycled Polypropylene) or HDPE

Chemical properties: Unaffected by moulds and algae, soil-bourne chemicals and bacteria

APPLICATIONS FEATURES BENEFITS

Rigid permeable paving Unique Dovetail Clipping System Multi-directional installation

Underground tanks Anti-slip design Reduces movement

Privacy screening High compressive strength Trafficable

Facades and balustrades Open structure High flow rate

Vertical gardens Durable Long life expectancy

Aviation drainage Lightweight Easy to handle

Railway drainage Supplied in large panels Quick to install

Under slab drainage Superior quality Chemical and bacteria resistant

Commercial driveway drainage Made from recycled plastic Environmentally friendly

550mm (23.62”)

50mm (1.96”)

55
0m

m
 (2

3.
62

”)
TECHNICAL DATA
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3 Brace EnviroModule™
STRUCTURAL VOID

The Ausdrain 3 Brace Standard Duty EnviroModule™ is an environmentally sustainable structural void 
fill solution, uniquely tailored for diverse construction needs. Whether you’re creating structural voids 
efficiently and sustainably or implementing underground tanks in landscaping areas, this versatile 
module offers a practical and cost-effective solution. It’s the go-to choice for environmentally conscious 
projects seeking reliability and sustainability.

Dimensions (Metric): (H) 450mm x  (L) 600mm x  (W) 400mm

Dimensions (Imperial): (H) 17.71” x  (L) 23.62” x (W) 15.74”

Gross volume: 108 litres (28.5 US gallons)

Nominal capacity: 105 litres (27.73 US gallons)*

Flow rate: (per module) 7.12 - 47.54L/sec  (1.88 - 12.56 US gallons/sec)**

Void volume: 95%

Compressive strength: 18.10t/m2 (26.16 PSI)
Service temperature: -30°C + 120°C (-22°F + 248°F)

Material: Available in Reprolene™ (Recycled Polypropylene)

Chemical properties: Unaffected by moulds and algae, soil-bourne chemicals and 
bacteria

TECHNICAL DATA

450mm (17.71”)

600mm (23.62”)
400mm (15.74”)

3 Brace - Structural Void 
EnviroModule™
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4 & 5 Brace EnviroModule™
STANDARD & EXTRA DUTY UNDERGROUND TANKS

Dimensions (Metric): (H) 450mm x  (L) 600mm x  (W) 400mm

Dimensions (Imperial): (H) 17.71” x  (L) 23.62” x (W) 15.74”

Gross volume: 108 litres (28.5 US gallons)

Nominal capacity: 105 litres (27.73 US gallons)*

Flow rate: (per module) 7.12 - 47.54L/sec  (1.88 - 12.56 US gallons/sec)**

Void volume: 95%

Compressive strength: 4 Brace: 22.00t/m2 (31.79 PSI)  |  5 Brace: 24.30t/m2 (35.12 PSI)

Service temperature: -30°C + 120°C (-22°F + 248°F)

Material: Available in Reprolene™ (Recycled Polypropylene)

Chemical properties: Unaffected by moulds and algae, soil-bourne chemicals and bacteria

4 Brace Standard Duty 
EnviroModule™

450mm (17.71”)

600mm (23.62”)
400mm (15.74”)

TECHNICAL DATA

4 Brace EnviroModule™: Tailored for residential projects 
with light traffic and stormwater management in 
bioswales, it excels in underground tank applications. 
This module offers a practical and cost-effective choice 
for homeowners and eco-conscious projects.

5 Brace EnviroModule™: Designed for commercial and 
industrial applications, it’s ideal for underground tank 
solutions. It can endure heavy traffic loads like carparks 
and driveways while maintaining structural integrity for 
robust stormwater management. Its versatility extends 
to bioswales, making it a great choice for projects 
demanding strength and eco-conscious design.

FlushMax™ Cleaning & 
Maintenance Module

When combined with the FlushMax™ Cleaning and Maintenance Module, the EnviroModule™  
2 modular tanks have permanent access for cleaning, inspection, and ongoing maintenance.

5 Brace Extra Duty  
EnviroModule™
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EnviroModule™ Product Applications 

Residential Rainwater Harvesting

EnviroModule2™ rainwater harvesting tanks 
offers a cost-effective and flexible alternative 

to concrete. Our tanks are trafficable and 
can be installed in landscaped areas or 

under driveways, optimising valuable land 
area for the homeowner and avoiding the 

visual impact created by above ground water 
storage devices.

Commercial Rainwater Harvesting

EnviroModule2™ commercial rainwater 
tanks fit small spaces under driveways and 

carparks. A sturdy pavement must cover the 
tank when installed in traffic areas, following 

the engineer’s specs. Suitable for car and 
light commercial traffic, it can be adapted for 

heavy vehicles in specific cases.

Onsite Detention Tank

EnviroModule2™ onsite detention tanks 
create the required void storage for 

stormwater to be temporarily stored inside 
the tank before discharging to a designated 

outlet. They come in standard duty for 
landscapes or extra duty for traffic areas. 

Their modular design offers flexibility without 
the need for footings, slabs, blockwork, or 
reinforcement. Each tank is sealed with a 

durable waterproof liner.

Infiltration Tank

EnviroModule2™ Infiltration Tanks offer 
exceptional infiltration rates and are 

suitable for various soil types. They can even 
be installed under trafficable areas like 

carparks and driveways, thanks to their high 
compressive strength. For a well-designed 
system, pre-filtration is crucial. Pair it with 

the Ausdrain EnviroSump or a suitable Gross 
Pollutant Trap (GPT) for comprehensive 

stormwater management solution.
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EnviroSump™ Filtration Unit
The Ausdrain EnviroSump™ has been developed as a low cost, effective and easy to maintain 
stormwater filtration system. EnviroSump™ traps sediment and gross pollutants allowing clean water 
to flow through the filter. EnviroSump™ is suitable for residential and smaller size projects and is  
non-trafficable recommended for installation in landscaped areas only.

Dimensions (Metric): (H) 700mm x  (L) 600mm x  (W) 600mm

Dimensions (Imperial): (H) 27.56” x  (L) 23.62” x (W) 23.62”

Riser (Metric): (H) 300mm x  (L) 600mm x  (W) 600mm

Riser (Imperial): (H) 11.81” x  (L) 23.62” x (W) 23.62”

Storage capacity: 250 litres (3,962.58 US gallons)

Filter bag flow rate: 20 litres/sec (317 US gallons)

Material: UV stabilised polyethylene

EnviroSump™ with lid (lid 
is non-trafficable)

EnviroSump™ Filtration Unit

TECHNICAL DATA
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30mm WallDrain Panel
STANDARD DUTY 550

Dimensions (Metric): (H) 30mm x  (L) 1100mm x  (W) 550mm

Dimensions (Imperial): (H) 1.18” x  (L) 43.3” x (W) 23.62”

Weight: 1.3kg/sqm (0.27lb/1ft2)

Surface Void: >65%

Compressive strength: 80t/m2 (113.8 PSI)

Flow Rate: 14,400 litres/h/sqm @ 1% fall (508.5/h/ft2)

Service temperature: -30°C + 120°C (-22°F + 248°F)

Material: Available in Reprolene™ (Recycled Polypropylene) or HDPE

Chemical properties: Unaffected by moulds and algae, soil-bourne chemicals and bacteria

APPLICATIONS FEATURES BENEFITS

Planter boxes High compressive strength Trafficable

Roof gardens Open structure High flow rate

Podiums Durable Long life expectancy

Retaining walls Lightweight Easy to handle

Civil works Supplied in large panels Quick to install

Sports fields Superior quality Chemical and bacteria resistant

Under slab drainage Made from recycled plastic Environmentally friendly

550mm (23.62”)

1100m
m

 (43.3”)

30mm Walldrain is supplied in a 1.1m x 500mm panels

WallDrain provides a permanent, structural and non-clogging void between the building structure and 
the soil profile that will not collapse or distort. Ideal for vertical drainage applications like basements and 
retaining walls, Walldrain panels come pre-wrapped with filter fabric for fast installation. 

TECHNICAL DATA
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50mm WallDrain Panel
HEAVY DUTY 550

Full Panel Dimensions (Metric): (H) 50mm x (L) 1100mm x (W) 1100mm

Full Panel Dimensions (Imperial): (H) 1.97” x (L) 43.3” x (W) 43.3”

Half Panel Dimensions (Metric): (H) 50mm x (L) 1100mm x (W) 550mm

Half Panel Dimensions (Imperial): (H) 1.97” x (L) 43.3” x (W) 21.65”

Full Panel Weight: 4.80kg/sqm (0.98lb/1ft2)

Half Panel Weight: 2.40kg/sqm (0.49lb/1ft2)

Surface Void: 70%

Volume Void: 90%

Compressive Strength: 150t/m2 (213.35 PSI)

Flow Rate: 12,168 litres/h/sqm @ 1% fall (1130.43 litres/h/ft2)

Service Temperature: -30°C + 120°C (-22°F + 248°F)

Material: Available in Reprolene™ (Recycled Polypropylene) or HDPE

Chemical Properties: Unaffected by moulds and algae, soil-bourne chemicals and bacteria

APPLICATIONS FEATURES BENEFITS

Retaining Walls Advanced Compression Enhanced Stability

Industrial Sites Hydraulic Efficiency Reduced Foundation Risks

High-Risk Areas Geotextile Cover High Load Resistance

Commercial Projects Impressive Load Capacity Exceptional Drainage

Drainage Solutions Unique Cavity Design Versatile Application

1100mm (43.3”)

1100m
m

 (43.3”)

The Ausdrain WallDrain is supplied in full panel (1.1m x 1.1m) and half panel (1.1m x 550mm) options

TECHNICAL DATA

The Ausdrain 50mm WallDrain is a cutting-edge solution 
designed to meet the rigorous demands of industrial and 
deep retaining wall drainage, particularly in high-risk areas. 

Unlike traditional drainage products that may lack the 
necessary compression strength for deeper retaining 
wall applications, the 50mm WallDrain offers advanced 
compression capabilities and hydraulic benefits.

By establishing a robust WallDrain foundation, complete 
with a geotextile cover, it achieves an impressive load 
capacity of 150t/sqm. With its unique cavity design, this 
50mm WallDrain ensures exceptional drainage performance, 
making it the ideal choice for both commercial and  
high-risk locations.
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Geotextile Fabric

Material thickness: 1.2mm

Width: 1/2/4m

Pore size: 150mm

Permeability: 0.29cm/seg

Permittivity: 2.7 seg-1

Flow Rate: 6,925 1/min/m2

Material: Polypropylene

APPLICATIONS FEATURES BENEFITS

Trench Setups Filtration Longevity

Liner Protection Separation Cost Savings

Reinforced Soil Structures Reinforcement Environmental Preservation

Pavement Reinforcement Erosion Control Safety

Geocomposite Drains Protection Efficiency

Ausdrain’s extensive range of geotextile fabric is a great choice in landscaping and construction.
Our fabrics come in widths of 1.0m, 2.0m, and 4.0m, with lengths up to 200 lineal meters. Geotex
401, our go-to for landscaping, is a UV-resistant, stable, non-woven polypropylene fabric. It pairs perfectly 
with drainage cells, trench setups, and as liner protection for Ausdrain EnviroModule™2 tanks. 

TECHNICAL DATA
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Length: 12.5m

Width: 2.4m

Dimple Height: 9mm

Compressive Strength: 40 tonnes /m2

Drainage Rate: 12,600L/h.m2

Service Temperature: 30°C - 80°C

Dimpled Sheet Material: HDPE

Geotextile Material: Nonwoven, stabilized virgin PP, grey with printing

APPLICATIONS FEATURES BENEFITS

Buildings High Compressive Reliable Drainage

Civil Engineering Geotextile Integration Waterproof Protection

Retaining Walls Self-Sealing Edge Versatile Usage

Tunnels Dimpled Membrane Easy Installation

Carparks Surface Drainage Soil Filtration

TECHNICAL DATA

Delta Terraxx Drainage Sheet
Delta Terraxx is a high-compressive, two-ply 
drainage sheet designed for vertical and 
horizontal substrates. 

This drainage sheet is perfect for building, 
underground, and civil engineering 
construction, this dimpled sheet boasts a 
fused-on geotextile and integrated self-sealing 
edge, ensuring optimal surface drainage. 

With dimensions of 2.4m x 12.5m per roll, it 
includes an integrated geotextile fabric for 
suspended soil particle filtration, guaranteeing 
continuous drainage through its dimples. 

Delta Terraxx also features a protective 
dimpled membrane for waterproofed 
surfaces, delivering reliable vertical and 
horizontal drainage in various applications, 
from civil engineering to retaining walls and 
underground carparks.
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TECHNICAL DATA

Geohex Permeable Pavers &  
Turf Stabilisation
The GEOHEX™ Erosion Control System 
helps stabilise infill material, mitigates 
erosion, and controls shearing, lateral and 
vertical movement in a wide range of soil 
and substrate types. GEOHEX™ creates a 
stiffened and permeable base layer that 
provides increased load support whilst 
preventing soil subsidence and erosion.  
Its clip lock system makes it fast 
and simple to install onsite without 
compromising on strength or versatility.

Dimensions (Metric): (H) 42mm x  (L) 1000mm x  (W) 500mm

Dimensions (Imperial): (H) 1.65” x  (L) 39.37” x (W) 19.69”

Load Bearing Capacity: 1,200 t/sqm (1706.80 PSI) filled

300 t/sqm (426.70 PSI) unfilled

Weight: 2.3kg (5.070lb)

Permeability: 99.7%

Service Temprature: -45°C + 100°C (-49°F + 212°F)

Infill Requirements: 1m3 per 20m2 of Geohex
Material: Available in Reprolene™ (Recycled Polypropylene)

Chemical properties: Unaffected by moulds and algae, soil-bourne chemicals and bacteria

Construction Method: Male/female clip lock system

1 sqm = 2 Geohex™ pavers

1000mm (39.97”)

500mm (19.69”)

42mm (1.65”)
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SafetyHex Surface Stabilisation Pavers
SafetyHex Surface Stabilisation Pavers helps stabilise infill material, mitigates erosion, and controls 
shearing, lateral and vertical movement in a wide range of soil and substrate types. Ideal for use 
in loading docks and bays, vertical hazard identification or trench identification of depths greater 
than 1.5m. Its clip lock system makes it fast and simple to install onsite without compromising on 
strength or versatility. 

Dimensions (Metric): (H) 42mm x  (L) 1000mm x  (W) 500mm

Dimensions (Imperial): (H) 1.65” x  (L) 39.37” x (W) 19.69”

Load Bearing Capacity: 1,200 t/sqm (1706.80 PSI) filled

300 t/sqm (426.70 PSI) unfilled

Weight: 2.3kg (5.070”)

Permeability: 99.7%

Service temperature: -45°C + 100°C (-49°F + 212°F)

Infill requirements: 1m
3
 per 20m

2 of Geohex

Material: Virgin polypropylene (Yellow)

Chemical properties: Unaffected by moulds and algae, soil-bourne chemicals and 
bacteria

1000mm (39.97”)

500mm (19.69”)
1 sqm = 2 SafetyHex pavers

42mm (1.65”)

TECHNICAL DATA



For more information about Ausdrain and our range of 
WSUD stormwater management solutions, contact our 

National team today:

1300 287 372
hello@ausdrain.com

PO BOX 40
Minto NSW 2566

www.ausdrain.com

A part of Holloway Group

www.hollowaygroup.com.au

Australian Drainage Modules Pty Ltd. All reasonable care has been taken in compiling the information in this brochure. The details in this 
brochure are intended only as a guide in specifying and installing Ausdrain™ products. It is the customers responsibility to ensure that 
each product is suitable for its intended purpose and that the actual conditions of use are suitable. Ausdrain™ assumes no responsibility 
for the specification and/or installation of its products or for improper reliance upon or misuse of the data herein. Due to continuous 
product development Ausdrain™ reserves the right to change product design and/or specifications without notice.

Australian Drainage Modules Pty Ltd Trading as Ausdrain™


